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Create your ecological world
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Koray,15 Years Grow Light Manufacturer
Providing high-end LED grow lights to all over the world, including: EU countries, USA, UK,Japan etc.

2800 Square Feet of Experimental Planting Area

Over 1,000 spectra and 200 crops have been tested over the years

More Than 200 Domestic and Foreign Patents
National high-tech enterprise, meet the safety certification standards around the world
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Koray, the World’s first to Define the
Best Grow Light with 6 Indispensable Elements
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Samsung + Osram LED
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s cHz Koray Secondary Optics

650W win G** 800W Truly Energy Efficient

Compared with World-famous Brands

12in Measuring Height

41989 59084 TO01.35 70455 70314 68135 65658 57901 38823
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4 Feet Y-AXIS

933

63980 90273
862 1299 1141 1180 1190 1176 1137
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40102 60928 60208 70097 67120 66181 65517 56503 40098
512 725 735 785 809 783 733 723 510

4 Feat A-AXIS
Koray GB0 G24B 650W & G*** 2400e 800W

Comprison of Avg PPFD 1060:977umol/m?/s @12in
TEDESIpmolimMs @d4in  EEI4I8pmolmils E136In
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G80-500W win P* 640W

G80-650W win G* 800W

4ft * 4ft Grow Tent Hang Height:1ft/0.305m
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Koray GB0 G24B 500W & PH"™ """ 1700 840W

Comprison of Avg PPFD 998:989umol/m?/s @11t
B27:T2Tumolims @20 T17:842umolim?is @3N
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GE0-800W win S* 1000W

GE0-TOOW Adj Spectrum

*No matter how high the photosynthetic quantum flux efficiency (PPE), it is only effective when it is converted into the illumination PPFD of plant canopy, and the light

that cannot reach the plant surface will be wasted

Koray secondary optics, best light uniformity and increased PPFD, coverage area 4x4ft, no matier vertical rack system or grow tent , at any hanging heights, it is far superior to similar products.
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480W wm 646

| G50 Detachable Shipping Quick Insertion Installation High Uniformity Best Grow Light

Removable Save Freight
Quick-plug Installation
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B24 Fill Spoestnam V2 Full Spectrum U180 Adj Spactnem U180 CH 80 CH2 HDFB}I’ SEGDndEW DptiCE

Energy Saving 25% Grow Tent Cultivation
Higher Avg PPFD, Compared with World-famous Brands

- Height:8®  Test in 4t "4t {(120x120cm) Tent 4ft * 4ft Grow Tent Hang Height:1ft/0.305m
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I{nra;r G50-660W & S*** 7000 73ow Koray G50-480W & PH***** 1700 640W
Avg PPFD 1358:1323 Avg PPFD 1058:989 Energy saving 25%
3% increase in PPFD and 70W reduction in power Power reduction 160W Save 700 kWh/year 12H/day
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Avg PPFD Increased 20%

Compared to The Previous Generation

e Related Products:High light uniformity series Grow Tent LED Grow Light
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Ultrathin 18mm
Easy to Hang and Install

Waterproof IP65

N7

- - .

L____ AP TR TR N N B O I | -

BRI e TR i i i
G1000 G2000 G4000
Dimension Spectral Photon PPFD PAR Output
Maodel Power Input Comment
LxWxH Wavelength umol/m?/s PPF
U40 100W
599x138x18mm | _ 900umol @0.3m
G138-100W - 270umol/S AC230V 0.43A 2x2ft Grow Tent
23.6"5.4"07" | © ool SHIE
- " 1 Hmol @0.5m AC120V 0.83A
U40 | 50W
899x138x18mm | _ 920pmol @0.3m
G138-150W R 400umol/S | AC230V 0.65A 3x3ft Grow Tent
CoT T - ; 450umol @0.5m ACI120V 1.25A
200W
1180x138x18mm | 950umol @0.3m
Glas200w | o | 540umol/S | AC230V 0.87A Yx4ft Grow Tent
T - , >00pmol @0.5m ACI120V 1.67 A
F38 100V
298x265x60mm 840umol @0.3m
G 1000 270umol/S | AC230V 0.43A 2%2ft Grow Tent
11.7"<10.4"% 2. 4" . 520 | @0.5
_ umol @0.5m AC120V 0.83A
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| ARZ2H Plant Factory & Container Hydroponic LED Grow Lights
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F22 Spectrum VT Spectrum F22B4 Spectrum F168 Spectrum

Anodized Aluminum

Economical Leafy Vegetable Cultivation
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Easy to install

Economical Nursery Lights
Compared with T5 and T8, Save 50% installation cost

Fixture
_ . Spectral Photon PPFD Power Test
Model Dimension PPF Comment
Wavelength pmol/m?/s Input AC230V
LxWxH
FIOI
480x268x25mm 150umol @0.15m Microgreen
ARZ2L-48 el e s | 37umcl/s | 5W _ _ _
18.9" *10.6" *| I 100pmol @0.25m Tissue cultures, seedlings cutting
FI20
|21 5%268x25mm 150umol @0.15m More blue
ARZ2L 90umol/s 3aW
L] * k1l * LEY ' n
47.8" *10.6" #| L 100pmol @0.25m more conducive to rhizome growth

Working temperature: - 30°C ~ 40°C , Lifespan: 35,000 hours (Note:Ta 25 °C)
Recommended Mounting Height 6-10 inches above canopy
Tolerance range for optical and electrical data: +10 %.

The above data is for reference only!
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Koray Secondary Optics Improve PPFD

Grow Your Crops Faster
I Dim & AC Input

Tips for Indoor Strawberry Cultivation with GH50 Adjustable Spectrum Grow Light -i

Tunable Spectrum, Adjustable Your Best Light Recipe Compatible T-bolts

| CH1:100% CH2:10% '.
400pmolim?/s @ 0.2-0.3m
Seedlings & Vegetative Stage
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F168 Full Spectrum F169 Full Spectrum V7B Full Spectrum V7 Adjustable Spectrum V7 CHA1 V7 CH2



"-..?.:... "!

‘:; gtrawber

Koray Secondary Optics Improve PPFD

Grow Your Crops Faster
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KB Succulent Plants F168 Full Cycle Growth of Most Crops F120 Seedlings and Foliage Plants SUS UVA Slow Growth Ormamental Plants
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F168 Strawberry Cultivation F175 Leafy Vegetable K6 Succulent Plants

High Performance-Price Ratio
The Condenser Lens Design Improves PPFD, Higher Light Utilization

Dimension Photon PPFD Power
Model PPF
LxWxH pumol/m?/s Input AC230V
606x38x40mm 600umol @0.2m
GE35-60 x o 75umol/s 30w
900x38x40mm 600pmol @0.2m
GE35-90 et e | 00umol/s 40W Condenser Lens
354™1.5"™1.6 380pumol @0.3m
1200x38x40mm 600pmol @0.2m
GE35-120 ex coen | 50umol/s 60W
47.2"™1.5"1.6 400pmol @0.3m
Operating temperature: -10°C ~35°C, Lifespan: 50,000 hours (Note: Ta 25°C)
Tolerance range for optical and electrical data: £10 %.
(Total PAR output: It is calculated by a single LED module)The above data is for reference only!




No Flicker
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K& Succulent Plants F120 Caudex Plants F175 Leafy Vegetable
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Koray Secondary Optics

AC Input Plug and Play Energy Saving 50%

Compared with old T8(0.3m Test)

Can be customized Size & DC Input
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Waterproof | |P64

K6-1 Spectrum SUS8 Spectrum No Flicker

Waterproof IP64

Can Be Used In High Humidity Place

_ _ Photon PPFD Luminous flux
Model Dimension Power Input Comment
2
pmol/m?/s PPF
550pmol @0.3m 60° lens
& 120mm Flux 2850Lm 30w
RX-PAR38-60D 1980pmeol @0.5m hanging height: 0.3-0.5m
HIl36mm 46umol/S 230V or 120V
S50pmol @ Im Ornamental Caudex plant
1500pmol @0.3m 367 lens
& 120mm Flux 28200Lm 30w
RX-PAR38-36D 550pmol @0.5m hanging height: 0.4-0.8m
HIl36mm 45.5umol/S 230V or 120V
125pmol @ Im Ornamental Caudex plant
530pmol @0.3m 60° lens
& 120mm Flux 2500Lm 28W
RX-PAR38-60D 190pmol @0.5m hanging height: 0.3-0.5m
HI36mm 43 9umol/s 230V or 120V
47pmol @ Im succulent plants
1450pmol @0.3m 36° lens
@ 120mm Flux 2460Lm 28W
RX-PAR38-36D 525pmel @0.5m hanging height: 0.4-0.8m
HI36mm 43.2umol/S 230V or 120V
1 20pmol @ 1m succulent plants
Working temperature: - 20°C ~ 35°C, Lifespan: 35,000 hours (Note:Ta 25 °C)
Tolerance range for optical and electrical data: 210 %.
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Osram LED

Tunable Spectrum, Adjustable Your Best Light Recipe C-profile

High Efficiency and More Reliable

Dimension Spectral Photon PPFD Power Test
Model PPF Comment
LxWxH Wavelength pumol/m?¥s Input(AC230V)
F0pmol @1m
' ' Vegetative and
CH1 450nm 35umal @1.5m 150umol/s 60W
seedling growth
20pmol @2m
250pmel @1m
: ' Hyper red light
RX-TPS0 1206x50x122mm CH2 660nm 130pmol @1.5m 550umol/s 180w
promote flowering
S0pmol @2m
320umol @1m
[ 1 bloom and harvest
F140A4 150pmol @1.5m 700umol/s 240W
Scion fruit setting
100pmel @2m

Operating temperature: -10°C ~ 35°C, Lifespan: 50,000 hours (Note: Ta 25°C)
Tolerance range for optical and electrical data: £10 %.

PPFD data darkroom no reflection test — One grow light, The above data is for reference only!



RJ45 Socket Dimming Connector

| .

sl SUTTHIENNET AL
ot

. ]
sianal inout -
LAl e ARjeie]

Osram LED

e

Samsung LED

630W One-to-One Replacement of 1000W HPS

Model

RX-G630

Dimension
LxVWVxH

405x405x1 50mm
16"x 16" 5.9"

Spectral
VWavelength

F8O

b

Photon PPFD

PPF
umol/m?#/s
1500umol @ 24"(0.6m)
600umeol @ 39"(Im) 1800umcl/s

280umol @ 59"(1.5m)

Power Input
Test AC230V

630W

Comment

2.Bumal/|
Full cycle Plant growth

Light recipe

Surface temperature rise Tc 30K , Operating temperature: -30°C ~ 40°C , Lifespan: 50,000 hours (Note:Ta 25°C)

Tolerance range for optical and electrical data: £10 %. Light emitting angle: 110 °

Recommended irradiation distance 0.5~3m

The center value of PPFD is dark reom no reflection test, The above data is for reference only!




‘Grow Light Control System
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GS8P Mobile APP Horticulture LED Control System

1. Up to 8 channels adjustable spectrum plant light control system
2. Different crops and different Growth period, adjust the spectrum

3. Temperature, humidity, and carbon dioxide concentration can be

. T T T
L] 188 AW daa LE e L L (FT5°]

controlled (additional sensors are required) (] R 1D oo g ot o o 1

4. Built-in optimal medicinal plant growth program, and can set the ® ® S, 563

= . e

light program according to the needs (light time:up to 1 year,

spectrum, light intensity at different growth stages)
"Horti Guru” Mobile APP

_|| DM25(2H/3H) LED Grow Light Dimmer - Suitable for Most DC 0/1-10V Power Supply

y DM25
T-TT" i @ Full Spectrum Dimmer
- Output current: 40mA
DR @Q RJ12 Cable connection for multi-lights dimming
6_“' "‘“- DM25-2H
. ..:‘... O Dual-Channel Adjustable Spectrum Dimmer
Output current: 40mA
é; ”"W"“‘""‘bg RJ12 Cable connection for multi-lights dimming
;i — DM25-3H
e e O

3-Channel Adjustable Spectrum Dimmer

Output current: 40mA
F“““““““"b% RJ12 Cable connection for multi-lights dimming
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Koray Opto-electronic Co., Ltd.

ADD: 3/FD2 Building, 66 Hesui Avenue, Hesui Industrial Zone,
Dongfeng Town, Zhongshan City, Guangdong 528425, China

TEL: +86-760-22635326 FAX: +86-760-22635327

Website: http://www.koraylights.com www.xinelam.com

Email: info@koraylight.com

Social Media: https://www.youtube.com/(@KorayGrowLight
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