
LED Grow Lights - CHA vegetative stage - CHA & CHB flowering stage 

  MODEL: RX-LM301-12093-2H series  www.koraylight.com  www.xinelam.com 

Description: 

RX-LM301-12093-2H Double-channel medicinal plant lamp, channel A is dedicated to vegetative growth of medicinal plants, channel B is specially 

increased far red spectrum, used for medicinal plant flowering and medical component formation, using Samsung LM301 and extra deep red 660nm 

and far red 730nm Plant gardening LED, unique lens structure - high efficiency concentrating, higher light utilization, more energy efficient than 

ordinary plant lights, providing up to 1200μmol/m2/s @0.2m illumination, Preferred plant-Light recipes, Improve the yield and quality of medicinal 

plants. 

1. Dual-channel LED grow module, channel A plant vegetative growth, channel A

and channel B, for flower harvesting

2. Concentrated light lens provides up to 1200μmol/m2/s @0.2m illumination

3. Forming an LED plant light module array by plugging and connecting

4. Samsung LM301 and extra deep red 660nm and far red 730nm plant

Horticulture LED

5. CHA maximum power 2.4A@34V 82W; CHB maximum power 1.8A@31V

56W

6. The recommended irradiation distance is 0.2~0.5m, which is suitable for

greenhouses, basements and indoor light-free environments.

7. Lifespan 50,000 hours

8. CE RoHS FCC

Model 
Dimension 

LxWxH 

Spectral 

Wavelength 

Photon PPFD 

µmol/m²/s 

Luminous flux 

Radiation Power 

Power Test 

Input 
Comment 

RX-LM301-12093 

-2H-CHA 

1190x93x8mm 

47"x3.7"x 0.3" 
CHA 

209µmol@0.3m 13016 Lx 6087Lm 91umol/s 1A @31.8V 32W 2.8umol/J 

333µmol@0.3m 22190Lx 9496Lm 143umol/s 1.6A @32.6V 52W 2.8umol/J 

414µmol@0.5m 27594Lx 13837Lm 209umol/s 2.4A @33.1V 80W 2.6umol/J 

RX-LM301-12093 

-2H-CHB 

1190x93x8mm 

47"x3.7"x 0.3" 
CHB 

135µmol @0.2m 8783 Lx 3913Lm 60umol/s 0.8A @29.5V 24W 2.5umol/J 

201µmol @0.3m 13016Lx 5751Lm 89umol/s 1.2A @30.1V 36W 2.5umol/J 

294µmol @0.5m 18993Lx 8418Lm 130umol/s 1.8A @30.9V 56W 2.3umol/J 

RX-LM301-12093-

2H 

1190x93x8mm 

47"x3.7"x 0.3" 
CHA+CHB 

730µmol @10" 

(0.25m)48003Lx 
16071Lm 246umol/s 

1.77A @33V 

1.33A @30V 

CHA 58W CHB 40W 

98W  2.5umol/J 

Module maximum working temperature: Tcp <75 °C, above test room temperature 20 ° C, service life: 50,000 hours (Note: Tcp <55 ° C) 

Tolerance range for optical and electrical data:±10%. Beam angle 90°,Recommended irradiation distance:0.2~0.5m， 

height is 0.2m corresponding to the illumination area 0.2x1.2m.  

The above data is for reference only! 

Dimension: 

UNIT：mm 

Designed formarijuana（cannabis）growth [Only for growers with a legal license!]
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 K5 kit uses Meanwell HLG series power supply 

  

 

      AC input  CHB                               AC input CHA 
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            HLG-240H-36B                               HLG-320H-36B 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

RX-LM301-12093-84D-K5  Recommended irradiation distance: 0.25m 
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 Testing report 

 

  

RX-LM301-12093-2H-CHA 1.6A@32.6V PPF output Test           RX-LM301-12093-2H-CHB 1.2A@30.1V PPF output Test 

 

 

 

  

RX-LM301-12093-2H PPF output Test                         RX-LM301-12093-2H PPFD Test 0.25m 

 


