
Plant tent marijuana(cannabis) plant light LED module - Samsung LM301 LED quantum module 

MODEL: RX-LM301H-OS series  www.koraylight.com  www.xinelam.com 

Description: RX-LM301H-OS-K2 Sunlight spectrum Plants Lights for Indoor Veg and Flower Growing Lamp, Samsung LM301 

high efficiency led chip, and add the German Brand deep red 660nm. More effective spectra for medicinal plants, koray LED 

grow light which can obviously improve the quality and harvest. suitable for basement planting, plant tent planting, experimental 

planting and greenhouse planting. 

1. High efficiency up to 2.8µmol/J, only consume 240W but has same

harvesting as fake 2000W Red ratio blue led growing lights

2. Veg footprint is 3 x 4 ft, Flowering footprint 2 x 3 ft

3. Samsung LM301 led chip and German Brand deep red 660nm

4. MeanWell Driver power

5. All aluminum heat dissipation without fan zero noise

6. Power: 245W/AC120V, 240W/230V, 237W/277V

7. Lifespan 50,000 hours, Warranty: 3 years

8. CE RoHS FCC

Model 
Dimension 

LxWxH 

Spectral 

Wavelength 

Photon PPFD 

µmol/m²/s 

Luminous flux 

Radiation Power 

Power 

Test Input 
Comment 

RX-LM301H-OS

-K2

630x191x66

mm 

24.8"x7.5"x 

2.6" 

F26

1459µmol @13.8’’(35cm) 

93408Lx 

Flux: 44405Lm 

PPF:673umol/s 

240W 

AC277V 

Leafy vegetables, 

flowering, 

medicinal plants 

1211µmol @15.7’’(40cm) 

77552Lx 

861µmol @19.7’’(50cm) 

55118Lx 

Max working temperature: Tc 28 °K , Working temperature: - 30°C ~ 40°C ,Lifespan: 50,000 hours (Note: Ta 25 °C) 

Tolerance range for optical and electrical data: ±10 %.  

Recommended Mounting Height: Germination：24-30 inches; Seeding: 24 inches, Veg: 18-24 inches; Bloom: 12-18 inches

The above data is for reference only! 

Dimension: 

Unit: mm 

Only for growers with a legal license!
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High efficiency up to 2.8µmol/J, only consume 240W but has same harvesting as fake 2000W Red ratio blue led growing 

lights 

 

  

RX-LM301H-OS-K2-F26 120V PPF Test                           RX-LM301H-OS-K2-F26 277V PPF Test 
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Comparison of three plant lights 

 
 

 

 

PPFD test report and temperature test report 

  

     RX-LM301H-OS-K2-F26  0.4m  PPFD  Test                  RX-LM301H-OS-K2-F26  Surface temperature test 
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PPFD Comparative test 

 

1、2.6 'x2.6 ' （0.8mx0.8m）No reflection test，0.4m height multi-point PPFD comparison test： 

 

RX-LM301H-OS-K2 

Test height 16” / 0.4m，No reflector 

Coverage area 4 'x4 ' 

RX-LM301H-OS-K2 

Test height 16” / 0.4m，With reflector 

Coverage area 4 'x4 ' 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

17-point average PPFD  565µmol/m²/s 

Lowest test point PPFD  270µmol/m²/s 

Maximum test point PPFD  1020umol/m²/s 

17-point average PPFD  593µmol/m²/s 

Lowest test point PPFD  287µmol/m²/s 

Maximum test point PPFD  1211umol/m²/s 

 

Compared with the test without reflector, the average PPFD is increased by 28µmol/m²/s,  

and the uniformity is improved by 5%. 
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2、2.6 'x2.6 ' （0.8mx0.8m）No reflection test，0.4m height multi-point PPFD comparison test： 

 

RX-LM301H-OS-K2 

Test height 16” / 0.4m，No reflector 

Coverage area 4 'x4 ' 

RX-LM301H-OS-K2 

Test height 16” / 0.4m，With reflector 

Coverage area 4 'x4 ' 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

17-point average PPFD  448µmol/m²/s 

Lowest test point PPFD  270µmol/m²/s 

Maximum test point PPFD  725umol/m²/s 

17-point average PPFD  473µmol/m²/s 

Lowest test point PPFD  272µmol/m²/s 

Maximum test point PPFD  861umol/m²/s 

 

Compared with the test without reflector, the average PPFD is increased by 25µmol/m²/s,  

and the uniformity is improved by 5.6%. 
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Multi-point irradiation PPFD data sheet and Packing list 

 

    

 


